
VisionX Xmitter Bar Mount Bracket Installation 

Tools Needed:  
10mm socket 
3mm, 4mm, 6mm Allen Wrench  
 

 

Step 1: 

Remove the 3mm socket screws 
From the end without the wire only. 
Remove the 10mm socket screws  
From both ends. 
 
 
 
 
Step 2: 
Carefully pull the end cap off the end  
Without the wires, with finger tips. 
Use care with silicon gasket and 

Rubber end cap gasket 
 
 
Step 3: 
Slide out round bar that that contains 
The mounting bolts, remove existing 
Stock mounting hardware 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Step 5: 
Carefully push end cap back on 
Taking care not to squeeze o-ring 

Step 4: 

After taking the bracket apart, 

insert the head of the bolt into the 

same location of the bolt that was 

just removed. Repeat this for each 

bracket that is being attached. Do 

not tighten nylon locknut (10mm) 

until bar is back in place and the 

desired mounting angle is 

determined.  



VisionX Xmitter Bar Mount Bracket Installation 

gasket. Replace screws and tighten.  
Next, carefully push o-ring gasket back  
into groove on end cap with fingertips. 
 
 
 
 
 
Step 6: 
Place light and brackets on top of bar that 
It will mounted to and determine rough angle. 
Remove and tighten 10mm nylon nuts with socket. 
Place light and bracket back on mounting bar. Place 
Bottom half of bracket with 4-4mm screws. Tighten 
All screws in criss-cross pattern until snug. Last, tighten 
3mm set screw. 
 

     
 

    
 
Mounted position from front.   Mounted position from side. 


